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0633-01A Lacatian:

2520 Tempie Street, Los Angeles

Sheet 1 of 1 MW-4 .

Drilling Company: _JET Dniiling

Dniling Crew: Brad and Frank

ent:

Geclogist: Larien |. Sanders

Crilling Method: Hollow Stem Auger

—ime Start/Finisn: 88:15/10:00

Sampling Methed: _Spiit Sooon (2~ Brass Liners}

water Levels, Time:Date:

10' {12.82" on 7/7/00 before weil deveiop)

Surface Conditions: _Asphait l
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..... Asphait. Moderate petroleum hydrocarbon odors im
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15 15.0°

dry to

16 - (08:45)

damp

25 25.0"

gravyish-brown.

ML
i SILT (ML), medium gray, medium stiff (5/8/7), few fine grained sand, moderate petroleum
hydrocarbon odor. |
Ambient air 5° perimeter fram hale up to 11 ppm.
CLAY/SILT (CL/ML), light gray, stiff (8/13/14}, thin layer of wet siit above bedrock.
cLuML

Strang petroleum hydrocarbon odor.

Very stiff (13/15/29).

Groundwater ~10°, sampled at 15.0°, straight drill to 25.0°, set well.

Cuttings medium brown.

Boring terminated at 25.0°.
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MEASURING POINT

CEMENT o'-1
RISER 0'-5
BENTOMNITE SEAL i'- 4
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SCREEN:
LENGTH 5'-25°
SLOT SIZE 0.02"
CUTSIDE DIAMETER 2"
SAND 4' - 25°
SIZE/TYPE #3
BOTTOM OF BOREHOLE 25’

‘ BOREHOLE DIAMETER
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